
  

Specifications subject to change without noticeFrame : Aluminum alloy

Model P/N Rating
Voltage

(VAC)

Power
Current

(AMP)

Power
Consumption

(WATTS)

Speed

(RPM)

Air
Flow
(CFM)

Static
Pressure
(Inch-H2O)

Noise
  

(dBA)

Weight
  
(g)

176x176x89 mm 
Bearing Type : Ball bearing
Air Flow:315-355 CFM��

AC Series

62/66�
62/66�
62/66�
62/66

1960�
1960�
1960�
1960

A1179-HBT
A1179-HBL
A2179-HBT
A2179-HBL

TC
TC
TC
TC

115
115
230
230

50/60
50/60
50/60
50/60

0.65/0.8�
0.65/0.8�
0.65/0.8�
0.65/0.8

0.25/0.27
0.25/0.27
0.11/0.15�
0.11/0.15

24/30
24/30
23/30
23/30

2800/3250�
2800/3250�
2800/3250�
2800/3250

315/355
315/335�
315/335�
315/335

Bearing
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Freq.

(Hz)

INLET OUTLET

195.2 197

8-   5.8¡ 0.2

89¡ 0.5

6¡ 0.5

8¡ 0.5

300¡ 10

PVC TUBE, UL1007#18AWG

AIR FLOW

Ground

250¡ 10

176¡ 0.5
152.8¡ 0.3

M5

NEW

SUNON
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