
70 x 70 x 25.4 MM SERIESAFB

DIMENSIONS DRAWING

P & Q CURVE (AT RATED VOLTAGE) MOUNTING PANEL CUTOUTBearing Type
Ball Bearing
Material
Impeller & Frame : Plastic (UL 94V-0)
Lead Wires :
UL 1007 AWG #24
Red Wire Positive (+)
Black Wire Negative (-)
Weight : 77g (2.72 oz)
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/ -F00 5 4.5 to 5.5 0.15 0.75

2600 0.480 16.95 2.45 0.097 24.5
12 7.0 to 13.8 0.08 0.96

24 14.0 to 27.6 0.04 0.96

48 28.0 to 56.0 0.03 1.44

5 4.5 to 5.5 0.22 1.10

3000 0.570 20.13 3.15 0.124 28.0
12 7.0 to 13.8 0.10 1.20

24 14.0 to 27.6 0.05 1.20

48 28.0 to 56.0 0.04 1.92

5 4.5 to 5.5 0.40 2.00

3600 0.680 24.01 4.46 0.176 32.0
12 7.0 to 13.8 0.13 1.56

24 14.0 to 27.6 0.08 1.92

48 28.0 to 56.0 0.04 1.92

12 4.0 to 13.8 0.17 2.04

4000 0.770 27.19 5.47 0.215 35.024 14.0 to 27.6 0.10 2.40

48 28.0 to 56.0 0.05 2.40
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