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I DC500V X AT 10M QR E
. AC700V 1s
HARIEEESE - -10C~ +60°C (Operating)

-40C~ +60°C (Storage)
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<> Motor Protection
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Outline
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Connection Prevention
<> Insulation Resistance : 10M Q or over with a
DC500V Megger

< Dielectric Withstand Voltage : AC700V 1s

<> Allowable Ambient Temperature Range :

-10°C ~ +60°C (Operating)
-40°C ~ +60°C (Storage)
No such condensation as hinders practical use
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. Automatic Restoration/Reverse

HfFCcE55m
Expected Life

(BHEES)
(Product No.)

\ SHREEE 10%

BG1002 (2100x 25')
NVIB-WMIAT

25°C 100,000 BXfH (00)
¢ Failure rate 10%
25°C 100,000 hours  (00)

$5MEfREE  Characteristic Curves & Material
=329 1 TI3RF9I(TF97)
200 ANS— TSI AFvI(TZv7)
EHE TR—RTYLYT
2! )— K#® 1 UL1007 AWG26 + 7= - B
® §120 S Casing . Plastic (Black) 94V-0
E g \V4 1 Impeller . Plastic (Black) 94V-0
ps & 80 Bearing . Ball Bearing
(Pa) 20 \ Lead Wire : UL1007 AWG26 +: Red, -: Black
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Air Flow
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X - — Rating Operating Input Max. Max. Static :
Model Esfff,; Voltage Voltage Current Power Speed Air Flow Pressure HeiED | e
No. V) V) (A" (w)" (mint)™ (m®/min)™ (Pa)" (dB)" (9
BG1002-B044-000- 00 12 6~13.8 0.50 6.7 3300 0.62 212 48 160
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Rotation: Clockwise as seen from the label side.

*1: Average Values in Free Air
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