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172 x 150 x 38 MM SERIESEFB
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mm

(INCH)
UNIT:

-R00 / -F00 12 7.0 to 13.2 0.65 7.80

-R00 / -F00 24 14.0 to 26.4 0.32 7.68 2500 5.301 187.20 6.09 0.240 47.5

-R00 / -F00 48 28.0 to 56.0 0.21 10.08

-R00 / -F00 12 7.0 to 13.2 0.96 11.52

-R00 / -F00 24 14.0 to 26.4 0.53 12.72 2900 6.049 213.62 8.37 0.330 51.5

-R00 / -F00 48 28.0 to 56.0 0.28 13.44

-R00 / -F00 12 7.0 to 13.2 1.62 19.44
3300 6.797 240.03 11.89 0.468 56.0

-R00 / -F00 24 14.0 to 26.4 0.85 20.40

-R00 / -F00 48 28.0 to 56.0 0.34 16.32 3150 6.476 228.70 10.22 0.402 54.0

EFB1512LE

EFB1524LE

EFB1548LE

EFB1512ME

EFB1524ME

EFB1548ME

EFB1512HE

EFB1524HE

EFB1548HE

P & Q CURVE (AT RATED VOLTAGE) MOUNTING PANEL CUTOUT

mm

(INCH)
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Bearing Type
Ball Bearings
Material
Impeller & Frame : Plastic(UL 94V-0)
Lead Wires :
UL 1007 AWG #24 OR Equivalent
Red Wire Positive(+)
Black Wire Negative(-)
Weight : 410g (14.46 OZ) L
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